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Our instructions for use are based on knowledge available currently and shall guide the purchaser / user to the best of one's knowledge, but, however, must be clarified for the areas 
of application and processing conditions on a case-to-case basis. The purchaser / user decides about the acceptance and use of the delivered product at his / her own risk, which is 
why we recommend that a sample piece be prepared to check the acceptability of the product. Our general terms and conditions of sale are otherwise applicable. All previous data 
sheets are rendered invalid with the issue of this one. Rights reserved for the modification of the container sizes, colour shades and degrees of gloss available. 

 
 

 
 

ADLER Petroleum 96110 
 
 

 
Liquid fuel and detergent based on hydrocarbons for DIY and professional use 
 

 
 
 
 

 

PRODUCT DESCRIPTION 
 

 

General 
 
 

ADLER Petroleum is a colourless, flammable and odourless liquid 
which is made of mineral oil, with very good dissolving power for oil, 
grease and wax. It is a liquid mixture of hydrocarbons. 

 

Application area 
 

 
 

 

 Detergent (intermediate cleaning) for substrates which are 
strongly contaminated with oil and grease  

 Fuel for suitable devices 
 

Note: ADLER Petroleum 96110 leaves a thin film on the surfaces. 
Therefore ADLER Petroleum 96110 is not suitable for cleaning and 
degreasing before coating. 
 

 
 

 

ORDERING INFORMATION 
 

 

Size of trading unit  
 

 

1 l; 5 l 

 
 

FURTHER DETAILS 
 

 

Durability/storage  

 

At least 3 years in the original sealed containers. 
 

 

Safety-relevant information 
 

 
 

 

Please follow the associated safety data sheet! The latest version 
can be retrieved from the Internet at www.adler-lacke.com. 
 

 


